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iFPD Touch Panel System EK659i 
Premium all-in-one Android based interactive solution 
with a large 65inch display, dazzling 4K-UHD 
technology. 

 Premium 65” display delivering a 4K-UHD
resolution for outstanding details and stunning 
visuals 

 Automatic palm erasing function allows users to
simplify the white board experience with smooth 
writing and erasing. 

 High contrast ratio and fast response time for
crisp, readable content 

 Ease of use with Android - Android gives users
one touch access for lessons and collaboration 
tools including whiteboard, web browser, apps 
library, and native wireless screen sharing. 

 Wireless Presentation: With EShare application,
you can connect any operating system and 
show up to 4 different screen at the same time. 

 Full suite of connectivity ports including
HDMI-In/Out, VGA-In, Audio-In/Out, RS232 and 
USB 

 Simple wireless display and true fast
collaboration 

 Multiple USB ports for convenient access and
quick device connection 

 Available in a variety of large screen sizes, the
IFD range gives customers the options to 
choose exactly what they need for their room 
size. 

 Anti-glared, Tempered glass for added screen
protection. 

 Designed with dual 8W audio speakers with
audio-in/out ports 

Features 

Display 

Type/Technology Direct-Type LED 

Panel Size 65” 

Brightness (Typ) 450nits 

Contrast Ratio (Typ) 1500:1 (or better) 

Native Resolution 4K Ultra-HD (3840 x 2160) 

Viewing Angle (H/V) 178o/178o 

Response Time (MS) 8ms (Typ) 

Refresh Rate (Hz) 60Hz 

Estimated Life Time (Typ) 30,000 hours (Min) 

Display Color (Bit) 1.07 billion (10-bit) 

Installation Orientation Landscape 

Daily Operation (Hours/Days) 16/7 Indoor 

Screen Treatment 8H 

Interactivity 

Touch Technology Infrared (IR) Tech. - 10 Points 

Sensitivity Any touch with finger, gloved hand or 
pointer 

Connectivity HID, TUIO, Flash 
Supported OS and 
Applications 

Windows®7,Windows®8, Windows®10, 
Vista, XP, Mac® OS, Linux, Android™  

Response Time <10ms 

Accuracy 90% < 

Glass Type Anti Glared (AG), Tempered 

Operating 
System 

System Version Android™ v7.1 

CPU ARM Quad Core 

GPU Mali-450 MP2 

RAM 2 GB DDR4 

Internal Storage 8 GB eMMC 

Connectivity 

Input 

RGB VGA (DE-15F) 

Video 3x HDMI2.0, 2x USB2.0, USB2.0 
(Internal), 1x MicroSD 

Audio Line In L/R 

Output 
Video HDMI 2.0 

Audio Headphone, Optic SPDIF 

External Control RS232(DE-9F), 2*Ethernet(RJ45), 
Service (RJ12) 

Audio Speakers 8W (x2) 

Power 
Power Supply (Internal) 110 VAC - 240 VAC 

Consumption 195W 

Standby Mode <T0.5W (Standby) 

Physical 
Characteristics 

Dimension (L x H x D) 1507 x 882 x 118mm 

Weight 38.6Kg 

Main Features Device Management, Scheduler, USB-Autoplay, Auto-Launch, 
HDMI-CEC, HDMI-Wakeup, Autoswitch on Failover, Panel Lock 

Mechanical 
Features 

Joystick, IR Extender Support, Rocker Switch, Detachable power 
cable, Carrying slots, Detachable logo positioning, Cable Holder 

Accessories Standard 

QSG, Instruction Book, Power Cord, 
Remote Control, RC Battery, 
Mounting Kit, Extension Brackets, IR 
Extender Cable 


